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ELEVATION

TRAIL SIGN NO. 3SECTION A-A

NOTES:

2 1/2" (64 mm) 5" 5" 5" 5" 2 1/2" (64 mm)

2'-1"

2"
5"

5"
2"

1'
-2

"

2" (51 mm)

3/8" x 3/4" (10 x 19 mm)

MITER CORNERS

1/2" (6 mm) 

POP RIVETS

5" 5" 5"

1'-8"

4"
4"

2"
2"

1'
-0

"

L=SEE TRAIL SIGN #1, 2, & 3

CL

TRAIL SIGN MOUNTING
(SIGN NO. 1) TYPICAL
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ALUMINUM POP RIVET-1/2"(13 mm) (DRILL 1/8" (3 mm)
HOLE THRU ENTIRE ASSEMBLY)
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METAL PHOTO-EPOXY TO STEEL PLATE
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WELD ALL AROUND

WELDING SYMBOL LEGEND

2 COATS OF RUST-RESISTANT BROWN PAINT.

2. METAL PHOTO TO BE FASTENED TO STEEL PLATE WITH AN EPOXY RESIN.

3. SIGNS MAY BE ROTATED 90∞ ABOUT SUPPORT TO SUIT

PARTICULAR SITUATIONS.
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G.I. PIPE

GROUND LINE

1. EXPOSED METAL, EXCEPT ALUMINUM, SHALL BE TREATED WITH
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(19 mm)

(10 x 19 x 3 mm)

4. THE METRIC CONVERSIONS ARE PROVIDED IN PARENTHESIS FOLLOWING
THE ENGLISH UNITS.
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STEEL PLATE SIZES

SIGN NO. 1 2'-0 3/4" x 1'-1 3/4" (629 mm x 349 mm)

SIGN NO. 2 1'-7 3/4" x 11 3/4" (502 mm x 298 mm)

SIGN NO. 3 1'-0 3/4" x 9 3/4" (324 mm x 248 mm)

METAL PHOTO SIZES SAME AS STEEL PLATES.
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